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SPECIFICATIONS									            			      HAZARDOUS
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(800) 490-4496	               www.versaledlighting.com

HLTN-Q-LED
rev: 01142018

HOUSING 
	- Heavy duty die cast aluminum housing and top frame
	- Available in 1’, 2’, and 4’ models
	- Powder coated finish
	- Corrosion resistant housing and hardware 
	- Silicone rubber gasket
	- 1/2” coin plugs with O-rings for conduit and photocell

ELECTRICAL 
	- Quad Tap (QT) - 120-277V
	- 50/60Hz
	- Dimmable driver standard, down to 10%

OPTICAL SYSTEM
	- Clear polycarbonate lens or Opal polycarbonate lenses available
	- Available in 4000K and 5000K
	- CRI > 80
	- Power Factor >0.90
	- THD <20%
	- 69,000 Hours L70
	- Operating Temperature: -25oC - 40oC (-13oF - 104oF)

MOUNTING
	- Surface Mount with conduit entry (rated for 6 #12 AWG 90oC for through wiring)
	- Stainless steel adjustable bracket, and Yoke mounts available

CATALOG # 	 Lumens               Color        Wattage        Lens                      Length
HLTN1-Q-22L-QT-40K-CL	     3,199	 4000K                26W		  Clear	 1 ft.
HLTN1-Q-22L-QT-40K-OL	     2,828	 4000K                26W		  Opal	 1 ft.
HLTN1-Q-22L-QT-50K-CL	     3,332	 5000K                26W		  Clear	 1 ft.
HLTN1-Q-22L-QT-50K-OL	     2,945	 5000K                26W		  Opal	 1 ft.
HLTN1-Q-37L-QT-40K-CL	     5,315	 4000K                43W		  Clear	 1 ft.
HLTN1-Q-37L-QT-40K-OL	     4,750	 4000K                43W		  Opal	 1 ft.
HLTN1-Q-37L-QT-50K-CL	     5,538	 5000K                43W		  Clear	 1 ft.
HLTN1-Q-37L-QT-50K-OL	     4,948	 5000K                43W		  Opal	 1 ft.
HLTN2-Q-47L-QT-40K-CL	     7,017	 4000K                58W		  Clear	 2 ft.
HLTN2-Q-47L-QT-40K-OL	     5,695	 4000K                58W		  Opal	 2 ft.
HLTN2-Q-47L-QT-50K-CL	     7,309	 5000K                58W		  Clear	 2 ft.
HLTN2-Q-47L-QT-50K-OL	     5,932	 5000K                58W		  Opal	 2 ft.
HLTN2-Q-66L-QT-40K-CL	     9,882	 4000K                77W		  Clear	 2 ft.
HLTN2-Q-66L-QT-40K-OL	     8,021	 4000K                77W		  Opal	 2 ft.
HLTN2-Q-66L-QT-50K-CL	   10,294	 5000K                77W		  Clear	 2 ft.
HLTN2-Q-66L-QT-50K-OL	     8,356	 5000K                77W		  Opal	 2 ft.
HLTN4-Q-112L-QT-40K-CL	   15,635	 4000K              126W		  Clear	 4 ft.
HLTN4-Q-112L-QT-40K-OL	   13,172	 4000K              126W		  Opal	 4 ft.
HLTN4-Q-112L-QT-50K-CL	   16,287	 5000K              126W		  Clear	 4 ft.
HLTN4-Q-112L-QT-50K-OL	   13,720	 5000K              126W		  Opal	 4 ft.
HLTN4-Q-136L-QT-40K-CL	   18,982	 4000K              152W		  Clear	 4 ft.
HLTN4-Q-136L-QT-40K-OL	   15,930	 4000K              152W		  Opal	 4 ft.
HLTN4-Q-136L-QT-50K-CL	   19,773	 5000K              152W		  Clear	 4 ft.
HLTN4-Q-136L-QT-50K-OL	   16,594	 5000K              152W		  Opal	 4 ft.

ACCESSORIES (Order separately, ships on side)
HLTN-AY	 -   Adjustable Yoke
HLTN-WB	 -   Wall Mount Bracket
HLTN-QM	 -   Stainless Steel Quick Mount Bracket

CODE COMPLIANCE 
	- cETLus Listed for Class 1, 

        Division 2, Groups A, B, C, D
	- IP66 Rated

-       Meets UL Requirements 

WARRANTY 
	- 5 year warranty
	- 10 year warranty
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