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FEATURES
-- Easy installation in new construction or retrofit
-- Simply remove the existing lamp, bypass ballasts/capacitors, and install the new LLP-B lamp
-- Rated for enclosed fixtures

ELECTRICAL
-- Quad Tap (QT) - 120/208/240/277V
-- Operating Temperature: -12oC(-4oF) - 45oC (113oF)

OPTICAL SYSTEM
-- 183,000 Hours @ L70
-- CRI >80
-- Power Factor >.90
-- 5000K

CODE COMPLIANCE
-- cULus Listed for Damp Locations
-- IP64 Rated
-- RoHS Compliant
-- Meets DLC Requirements

WARRANTY
-- 5 Year

CATALOG #	          Wattage 	    Lumens		    Color
LLP1-B-31L-QT-50K	   31W	   3,373 Lumens		  5000K
LLP1-B-58L-QT-50K	   58W	   6,473 Lumens		  5000K
LLP1-B-100L-QT-50K	 100W	 11,462 Lumens		  5000K
LLP1-B-148L-QT-50K	 148W	 17,592 Lumens		  5000K

OPTIONS
LLP1-B-ADAPT    -   E39 to E26 Base Socket Adapter (mogul to medium)

31W
1.0 lb

58W
1.3 lb

100W
2.5 lb

148W
3.0 lb

31W 58W 100W 148W
15”x 8”x 8” 17”x 8”x 8” 17”x 9”x 9” 19”x 11”x 11”

Minimum Enclosure Dimensions
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