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RCAN456-EN
LED Color 

Selectable Downlight

ORDERING INFORMATION

SPECIFICATIONS									            			      MULTIFAMILY

A Division of EELP, Inc.
One Neshaminy Interplex Dr. - Suite 300 - Trevose, PA 19053
(800) 490-4496	               www.versaledlighting.com

RCAN456-EN
rev: 02122025

HOUSING
	- Thermoplastic housing in a white or black finish
	- Suitable for new construction or remodel applications

ELECTRICAL
	- 120V
	- 5-100% dimmable
	- Operating temperature: -40CF - 114oF (-40oC - 45oC)
	- TRIAC Dimmable down to 5%
	- 2.5kV Surge Protector

ILLUMINATION
	- Frosted acrylic lens
	- 5CT (2700K/3000K/3500K/4000K/5000K)
	- CRI > 90
	- 50,000 hours @L70
	- Beam angle: 40o

	- Angle tilts down to 60o and rotates 360o

MOUNTING
- Spring clips allow for tooless installation

CODE COMPLIANCE
- cETLus Listed for Wet Locations
- Energy Star Rated
- CA Title 24 JA8-2022 CEC Listed
- FCC CFR 47, GCC Part 15
- IC Rated

WARRANTY
	- 5 Year

CATALOG # 				    Description
RCAN4-EN-10L-120V-5CT	               4”, 10W, 750 Lumens, Selectable (27K/30K/35K/40K/50K), White
RCAN56-EN-16L-120V-5CT	               5-6”, 16.5W, 1200 Lumens, Selectable (27K/30K/35K/40K/50K), White

OPTIONS
BLK	 -   Black Finish (white standard)

ACCESSORIES 
EM25W-EN		  -   External Emergency Battery (25W)
NCAN4-EN-50W-QT	 -   4” IC Rated Can: New Construction
NCAN6-EN-150W-QT-   6” IC Rated Can: New Construction
RMCAN4-EN		 -   4” IC Rated Can: Retrofit
RMCAN6-EN		 -   6” IC Rated Can: Retrofit
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