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Versatile Lighting Solutions

Catalog Number

SPECIFICATIONS INDOOR

HOUSING

- Steel housing

- PMMA Lens

- Available in 2x2 and 2x4 housings
- Built-in earthquake clips

ELECTRICAL

- Quad Tap (QT) - 120/208/240/277V

- Operating Temperature: -20°C (-4°F) - 50°C (122°F)
- 0-10V Dimming standard

OPTICAL SYSTEM

- 144,000 hours @ L,

- CRI>80

- 35K, 40K, 50K available

MOUNTING
- Standard mounting includes recessed mounting in grid ceilings, or suspended mounting

using earthquake clips VLC B3'B

- Other mounting options available
Led Center Basket
CODE COMPLIANCE

- cULus Listed for Damp Locations
- Meets DLC Requirements

WARRANTY
- 5 Year
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CATALOG # Size Wattage Lumens Color 2337
VLCB3-B-22-24L-QT-35K 2x2 24W 3,096 Lumens 3500K
VLCB3-B-22-24L-QT-40K 2x2 24W 3,192 Lumens 4000K o
VLCB3-B-22-24L-QT-50K 2x2 24W 3,212 Lumens 5000K -

2394 = |

VLCB3-B-24-33L-QT-35K 2x4 33W 4,538 Lumens 3500K sn
VLCB3-B-24-33L-QT-40K 2x4 33W 4,562 Lumens 4000K
VLCB3-B-24-33L-QT-50K 2x4 33W 4,605 Lumens 5000K

OPTIONS (Factory Installed)

EBLED5W* - LED Emergency Ballast (5W, 650 Lumens)
EBLED8W* - LED Emergency Ballast (7.8W, 1014 Lumens)
EBLE11W* - LED Emergency Ballast (10.7W, 1391 Lumens)

233147
EBLED14W* - LED Emergency Ballast (13.7W, 1781 Lumens)
EBLED17W* - LED Emergency Ballast (17W, 2210 Lumens)
*Add T20 for driver to be Title20 CEC Compliant
47347
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ACCESSORIES (Order Separately, Ships on Side)

VLCB3-B-DWK22 - Flange Mounting Kit for 2x2 Models
VLCB3-B-DWK24 - Flange Mounting Kit for 2x4 Models
VLCB3-B-SMK22 - Surface Mounting Kit for 2x2 Models
VLCB3-B-SMK24 - Surface Mounting Kit for 2x4 Models
VLCB3-B-CMK - Cable Mounting Kit
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