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One Neshaminy Interplex Dr. - Suite 300 - Trevose, PA 19053
(800) 490-4496               www.versaledlighting.com

WA6-LED
rev: 01042024

HOUSING
 - Aluminum housing
 - White finish standard (other color options available)
 - Removable end cap to replace lens and for easier installation 
 - Available in 2’ and 4’ housings

ELECTRICAL
 - Quad Tap (QT) - 120-277V
 - 0-10V dimmable driver standard
 - THD <20%
 - Power Factor >0.9
 - Operating Temperature: -40°F - 122°F (-40°C - 50°C)

OPTICAL SYSTEM
 - Frosted lens 
 - CRI > 80
 - 16/20/24W (2’ Model) or 32/40/48W (4’ Model)
 - MCT (27K/30K/35K/40K/50K/65K)
 - 50,000 hours @L70

MOUNTING
- Can be surface, stem, or chain mounted

CODE COMPLIANCE
 - cETLus Listed for Damp Locations
 - DLC Premium Listed
 - Title 24 Compliant
 - FCC Rated

WARRANTY
 - 5 Year

MODEL#                         Length          Wattage            Lumens                    CCT
WA6-EN-2X1L-QT-MCT               2’              16 / 20 / 24W     1840 / 2300 / 2760 Lms     27K-65K
WA6-EN-4X1L-QT-MCT               4’              32 / 40 / 48W     3680 / 4600 / 5520 Lms     27K-65K

OPTIONS (Factory Installed)
OCS  -   Bi-Levell Motion & Daylight Sensor
EM  -   Emergency Backup
BK  -   Black Finish
GR  -   Gray Finish
BZ  -   Bronze Finish

ACCESSORIES (Ships on Side)
WA6-EN-SK10  -   10’ Y-Shape Suspension Kit
WA6-EN-SK20  -   20’ Y-Shape Suspension Kit
CK6-EN    -   6’ Chain Hanging Kit
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