Project

VersalLED Lighti@

Versatile Lighting Solutions

SPECIFICATIONS

HOUSING

- Metal housing

- Black finish

- Mounts to standard j-box

ELECTRICAL

- Quad Tap (QT) - 120-277V

- Dimmable

- Starting Temperature: -4°F (20°C)

OPTICAL SYSTEM

- Backlit

- White acrylic diffuser

- 5CT: Selectable between 2700K/3000K/3500K/4000K/5000K
- 50,000 hours @ Lzo

- CRI: 90

CODE COMPLIANCE

- cETLus Listed for Wet Locations
- ADA Compliant

- Title24 JA8 Compliant

WARRANTY
- 5 Year

ORDERING INFORMATION

Catalog Number

MULTI-FAMILY

l“

WSCL3-AF
LED Wall Sconce

FAH4 1B

17L | 4.5” 3" 24”

25L | 4.5 3" 36"

CATALOG # Wattage Lumens Driver CCT
WSCL3-AF-17L-QT-5CT 17W 640 Lumens QT  27K/30K/35K/40K/50K 3aL | a5 3 48"
WSCL3-AF-25L-QT-5CT 25W 1340 Lumens QT  27K/30K/35K/40K/50K )
WSCL3-AF-34L-QT-5CT 34W 1990 Lumens QT  27K/30K/35K/40K/50K
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